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Overhead services

Meter And Panel Wiring

Information Sheet
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THIS TABLE MAY BE USED FOR
a dwelling unit main power feed
or main power service ONLY.

Service panel

1

NO 6 APPROVED
COPPER WIRE ~ cLamp Cade
MAINS to ground rod. — GROUND ROD
1/2" Diameter,
8' long
BREAKERS
, <— NEUTRAL Wire size Table 310-16
Install main BAR
BOND SCREW or Se_rvice Aluminum and
BONDING STRAP ——— rating copper-clad
at main service. in Amps  Copper aluminum
WIRE 100 4 2
110 3 1
APPROVED CLAMPS
125 2 1/0
150 1 2/0
I 175 1/0 3/0
BOND AROUND To street side Grade 200 2/0 4/0
UTILITY WATER METER

Service panel with required disconnect
If the service entrance conductors are installed more than 5 feet from point of entrance into house.

INSIDE
| < METER PANEL
MAIN
—_ SERVICE GRg.}_JR':‘Ig - ]
| _DISCONNECT —
E‘E&T&As'ggﬁ,'?n_ EQUIPMENT GROUNDING
CONDUCTORS
Run with service or feeder ISOLATED
conductors. NEUTRAL
WIRE
Sized to N.E.C.
| |
A GROUNDING ELECTRODE
CONDUCTOR(S)
— NO.6
COPPER WIRE
~— APPROVED CLAMP . BOND AROUND To street
UTILITY WATER
— GROUND ROD METER

1/2" Diameter,
8' long

web_53tmeter page 2 of 2 (08/09)



